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PLATE DETAIL

TOP VIEW
SECTION A-A VIEW

800-338-1122513-645-7993 FAX

VAULT LENGTH

*INLET PIPE
NOT BY CONTECH

(LOCATION VARIES)

CURB TYP.
(NOT BY CONTECH)

6" UNDERDRAIN
A

7"Ø CLEANOUT
GRATE

INLET

OUTLET
ACCESS 2"Ø IRRIGATION PORT

(TYP 3 PLACES)

TREE GRATE

A

OUTLET PIPE
NOT BY CONTECH

(LOCATION VARIES)
2'-0"
MIN MEDIA BAY

PLAN VIEW

PLANT PROVIDED BY CONTECH

ENERGY DISSIPATION ROCKS
ALTERNATE ORIENTATION

TRANSFER OPENING
4" x 15" ON 4' WIDE VAULTS

4" x 20" ON 6'-8' WIDE VAULTS

*INLET PIPE
NOT BY CONTECH

(LOCATION VARIES)

6" (STD)
12" (DEEP)

INLET BAY
PERMANENT

SETTLING
POOL ELEV.

OUTLET PIPE
NOT BY CONTECH

(LOCATION VARIES)

2"Ø IRRIGATION PORT
(TYP 3 PLACES)

3" MULCH LAYER, TYP
PROVIDED BY CONTECH

6" FLOWKIT

6" UNDERDRAIN
STONE LAYER, TYP
PROVIDED BY CONTECH

18" FILTERRA MEDIA, TYP
PROVIDED BY CONTECH

SECTION A-A
(STANDARD DEPTH SHOWN)

The design and information shown on this drawing is provided as a service to the project owner, engineer and contractor by Contech Engineered Solutions LLC or one of its affiliated companies ("Contech"). Neither this drawing, nor any part thereof, may be used, reproduced or modified in any manner
without the prior written consent of Contech. Failure to comply is done at the user's own risk and Contech expressly disclaims any liability or responsibility for such use. If discrepancies between the supplied information upon which the drawing is based and actual field conditions are encountered as site
work progresses, these discrepancies must be reported to Contech immediately for re-evaluation of the design. Contech accepts no liability for designs based on missing, incomplete or inaccurate information supplied by others.

TOP SLAB

ELEVATED GRATE AND FRAME
(CAST INTO CAST-IN PLACE
RISER NOT BY CONTECH)

CLEAN OUT FRAME AND
COVER CAST INTO TOP SLAB
W/ (3) 2" RISER RINGS

513-645-7000

www.ContechES.com

FILTERRA HC PEAK DIVERSION - GRATE (FTPD-G-HC)
CONFIGURATION DETAIL
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